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Belegung
Wiring scheme

Masse / ground
gelb / yellow

Sensor 1
blau / blue
Sensor 2
rot / red

Technische Daten:
• Kontaktart: Schließer
• Schaltspannung: max 24 V DC
• Schaltstrom: max. 0,5 A
• Ansprechzeit: 1,0 ms
• Maße: 43 x 32 x 17,5 mm

Einbau:
Der Reedkontakt wird an einer geeigneten Stelle an der Unterseite des Lokrahmens ange-
baut. Siehe Beispiel.

Details zum Einbau und Anschluss entnehmen Sie den Bedienungsanleitungen (Anschlus-
splan/Belegung) der Lok und des verwendeten Decoders, Soundmoduls usw.

Für unsachgemäße Handhabung und Montage übernehmen wir keine Haftung.

Technische und farbliche Änderungen
vorbehalten.

Technical data:
• Kind of contact: Shutter
• Contact voltage: 24 V DC max.
• Contact current: 0,5 A max.
• Response time: 1,0 ms
• Size: 43 x 32 x 17,5 mm

Installation:
The reed contact is attached to a suitable position at the bottom side of the locomotive
frame. See illustration.

Please find further details of installation in the corresponding user manual of your loco-
motive. The cables are installed correspondent to the main circuit board and connected
according to the wiring diagram / configuration.
We are not liable for improper handling and assembly.

All information subject to change without notice.
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